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RECOMMENDED BY: RECOMMENDED BY:

STANDARD SHEETS:
607-10, 607-11, 607-12

ALL WORK CONTEMPLATED UNDER THIS CONTRACT IS TO BE GOVERNED BY
AND IN CONFORMITY WITH THE NEW YORK STATE DEPARTMENT OF
TRANSPORTATIONS "STANDARD SPECIFICATIONS” ADOPTED JANUARY 2, 1990
INCLUDING CURRENT ADDITIONS AND MODIFICATIONS, EXCEPT AS MODIFIED IN
THESE PLANS AND BY THE PROPOSAL.

NOTES:

WARNING: IT IS A VIOLATION OF THE NEW YORK STATE EDUCATION LAW FOR
ANY PERSON UNLESS ACTING UNDER THE DIRECTION OF A LICENSED
PROFESSIONAL ENGINEER, TO ALTER AN ITEM ON THESE PLANS IN ANY
WAY. IF ALTERATIONS TO THESE PLANS ARE REQUIRED, THE ALTERATIONS
SHALL BE MADE IN ACCORDANCE WITH ARTICLE 145 — SUBSECTION 7209
OF THE NEW YORK STATE EDUCATION LAW.

SIGNATURES HEREON HAVE BEEN AFFIXED BY PERSONS ACTING IN
THEIR OFFICIAL. CAPACITY AS INDICATED.
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ESTIMATE OF QUANTITIES

ITEM DESCRIPTION UNIT | ESTIMATE FINAL
201.0601 | CLEARING & GRUBBING S NEC 000
25607.90 WOOD SCREEN FENCE — 6 HIGH LF 44.0 4924
25607.9001 | WOOD SCREEN FENGE — 8 HIGH LF 11.0 1075
25607.9002 | WOOD SCREEN FENCE — 10° HIGH LF 3700.0 3,713.24
25607.9003 | WOOD SCREEN FENCE — 12°HIGH LF 626.0 648.53
25607.9005 | WOOD SCREEN FENCE — 5 HIGH LF 720.0 712.78
25607.9097 | TEMPORARY FENCING AND REMOVAL LF 2650.0 2,085.00
10607.998701 | REMOVING CHAIN LINK_FENCE LF 2650.0 2,348.00
614.0334 [ TREE REMOVAL 12" — 18" (GRUB) EA 103.0 112.00
619.01 BASIC MAINTENANCE & PROTECTION S NEC 1.00
OF TRAFFIC
15619.0201 | CONSTRUCTION SIGNS S NEC 1.00
619.0303 | FLASHING ARROW_BOARDS LS NEC 52.40
623.12 CRUSHED STONE, CY 100.0 4647
(IN_PLACE MEASURE)
25637.060102 | ENGINEER'S OFFICE — TYPE B MOS 6.0 635
25697.01 INTERIM_PAYMENTS D-C 0.0 0.00
25699.04 MOBILIZATION (NON—FED _AID ) s NEC 1.00

MISCELLANEOUS NOTeS

- THE CONTRACTOR IS ADVISED THAT ADDITIONAL "NOTES” WILL BE FOUND ON

SUBSEQUENT SHEETS OF THE CONTRACT PLANS AND SUCH "NOTES”, WHILE
PERTAINING TO THE SPECIFIC SHEETS THEY ARE PLACED ON, ALSO
SUPPLEMENT THE GENERAL NOTES LISTED HEREIN.

. NO_ADDITIONAL PAYMENT WILL BE MADE FOR WORK CALLED FOR BY NOTES ON

THE PLANS OR IN THE SPECIFICATIONS UNLESS PAYMENT IS SPECIFICALLY
INDICATED BY ITEM NUMBER. THE COST OF WORK FOR WHICH NO PAYMENT
ITEM IS INDICATCD, SHALL BE INCLUDED IN THE UNIT PRICES BID FOR VARIOUS
ITEMS OF THIS CONTRACT.

- WHENEVER ITEMS IN THE CONTRACT REQUIRE MATERIALS TO BE REMOVED AND

DISPOSED, THE COST OF SUPPLYING A DISPOSAL AREA AND TRANSPORTATION
TO THE AREA SHALL BE INCLUDED IN THE UNIT PRICE BID FOR THOSE ITEMS.

- IT_WILL BE THE CONTRACTOR’'S OBLIGATION AND RESPONSIBILITY TO USE

METHODS AND EQUIPMENT WHICH WILL INSURE THE SATISFACTORY COMPLETION
OF THE REQUIRED WORK WITH A MINIMUM OF DELAY.

- PROTECTION OF THE PUBLIC: THE CONTRACTOR SHALL MAINTAIN AND PROTECT

AUTHORITY TRAFFIC IN ACCORDANCE WITH ITEM 619.01, THE TRAFFIC CONTROL
SHEETS AND PERTINENT PROVISIONS OF THE NEW YORK STATE MANUAL OF
UNIFORM TRAFFIC CONTROL DEVICES (1983 EDITION). THE CONTRACTOR'S
ATTENTION IS DIRECTED TO THE REQUIREMENTS OF SECTION 107, LEGAL
RELATIONS AND RESPONSIBILITY TO THE PUBLIC, OF THE STANDARD
SPECIFICATIONS DATED JANUARY 2, 1990 INCLUDING CURRENT ADDITIONS AND
MODIFICATIONS.

. IF THE CONTRACTOR IS APPROVED TO PERFORM NIGHTTIME OPERATIONS, THE

WORK AREA SHALL BE ILLUMINATED TO THE SATISFACTION OF THE ENGINEER.
THE LIGHTING SHALL BE SHIELDED TO AVOID GLARE TO THE TRAFFIC AS
DIRECTED BY THE ENGINEER,

UTILITY NOTES

- LOCATION OF UTILITIES, PUBLIC AND/OR PRIVATE, INDICATED AS EXISTING

AND/OR TO BE CONSTRUCTED AS SHOWN ON THE PLANS ARE /PPROXIMATE
ONLY. THEIR EXACT LOCATION SHALL BE DETERMINED IN THE FIELD.
ADDITIONAL UTILITY LINES, WHETHER ABANDONED OR IN SERVICE, MAY EXIST
AND IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO CONDUCT HIS
OPERATIONS AND TAKE THE NECESSARY PRECAUTIONS TO PREVENT
INTERFERENCE WITH OR DAMAGE TO THESE OR OTHER FACILITIES DURING THE
COURSE OF CONSTRUCTION.

<IN THE EVENT THE CONTRACTOR DAMAGES AN EXISTING UTILITY SERVICE

CAUSING AN INTERRUPTION IN SAID SERVICE, HE SHALL IMMEDIATELY
COMMENCE WORK TO RESTORE SERVICE AND MAY NOT CEASE HIS WORK
OPERATION UNTIL SERVICE IS RESTORED.
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REMOVAL, EXCAVATION AND BACKFILL NOTES

. THE CONTRACTOR SHALL PROVIDE ALL TEMPORARY SUPPORTS, BRACING AND

OTHER DEVICES REQUIRED OR DIRECTED BY THE ENGINEER TO PROTECT THE
SAFETY OF THE ADJACENT STRUCTURES, ROADWAY AND UTILITIES.

CARE SHALL BE TAKEN TO RETAIN NATURAL GROWTH AND PREVENT DAMAGE TO
TREES WITHIN AND OUTSIDE THE LIMITS OF CONSTRUCTION, AND NOT
SCHEDULED FOR REMOVAL. ANY DAMAGE CAUSED TO THIS NATURAL GROWTH
SHALL BE RESTORED AT THE EXPENSE OF THE CONTRACTOR AS DIRECTED BY
THE ENGINEER.

SHOULDER AREAS DISTURBED BY THE CONTRACTOR, AS PART OF THE WORK TO
BE PERFORMED UNDER THIS CONTRACT, SHALL BE RESTORED AS SPECIFIED
AND TO THE SATISFACTION OF THE ENGINEER. ALL THE DISTURBED GRASS
AREAS SHALL BE GRADED IN A MANNER APPROVED BY THE ENGINEER AND
SEEDED AS SPECIFIED IN THE STANDARD SEEDING ITEM. THE COST OF THIS
WORK SHALL BE INCLUDED IN THE PRICE BID FOR THE VARIOUS ITEMS IN THE
CONTRACT AND NO SEPARATE PAYMENT SHALL BE MADE.

RECONSTRUCTION NOTES

. THE CONTRACTOR SHALL EXAMINE AND VERIFY, IN THE FIELD, ALL CONDITIONS

AND DIMENSIONS, DIMENSIONS OF THE EXISTING STRUCTURES SHOWN ON
THESE PLANS ARE FOR GENERAL REFERENCE ONLY. THEY HAVE BEEN TAKEN
FROM THE ORIGINAL CONSTRUCTION OR SUBSEQUENT REHABILITATION DRAWINGS
AND ARE NOT GUARANTEED. THE CONTRACTOR SHALL TAKE ALL SUCH FIELD
MEASUREMENTS TO ASSURE PROPER FIT OF THE FINISHED WORK, AND THE
CONTRACTOR SHALL ASSUME FULL RESPONSIBILITY FOR THEIR ACCURACY. IF
FIELD CONDITIONS AND DIMENSIONS DIFFER FROM THOSE SHOWN ON THE
PLANS, THE CONTRACTOR SHALL USE THE FIELD CONDITIONS AND DIMENSIONS
AND MAKE THE APPROPRIATE CHANGES TO THOSE SHOWN ON THE PLANS, AS
APPROVED BY THE ENGINEER. WHEN SHOP DRAWINGS BASED ON FIELD
MEASUREMENTS ARE SUBMITTED FOR APPROVAL, THE FIELD MEASUREMENTS
MADE SHALL BE INDICATED ON THE SHOP DRAWINGS SUBMITTED FOR
REFERENCE OF THE REVIEWER.

. THERE SHALL BE NO CLAIM AGAINST THE AUTHORITY MADE BY THE

CONTRACTOR FOR WORK PERTAINING TO MODIFICATIONS, AS MAY BE REQUIRED,
DUE TO ANY DIFFERENCE BETWEEN ACTUAL FIELD CONDITIONS AND THOSE
SHOWN BY THE DETAILS AND DIMENSIONS ON THE CONTRACT PLANS. THE
CONTRACTOR WILL BE PAID AT THE UNIT BID PRICE FOR THE ACTUAL
QUANTITIES OF. MATERIALS USED OR FOR THE WORK PERFORMED, AS INDICATED
BY THE VARIOUS [TEMS IN THE CONTRACT.

. THE CONTRACTOR SHOULD NOTE THAT ADDITIONAL WORK MAY BE REQUIRED AS

THE CONTRACT PROGRESSES, WHIC. IS NOT, SHOWN OR NOTED ON THE
PLANS. THIS WORK SHALL BE PERFORMED BY THE CONTRACTOR, AS ORDERED
BY THE ENGINEER, AND PAYMENT SHALL BE MADE AT THE BID PRICE FOR THE
APPROPRIATE ITEMS.

. THE CONTRACTOR'S ATTENTION IS DIRECTED TO THAT FACT THAT, DUE TO THE

N’"URE OF RECONSTRUCTION PROJECTS, THE EXACT EXTENT OF
RECONSTRUCTION WORK CANNOT ALWAYS BE ACCURATELY DETERMINED PRIOR
TO THE COMMENCEMENT OF WORK. THESE CONTRACT DOCUMENTS HAVE BEEN
PREPARED BASED ON FIELD INSPECTION AND OTHER INFORMATION AVAILABLE
AT THE TIME. ACTUAL FIELD CONDITIONS MAY REQUIRE MODIFICATIONS TO
CONSTRUCTION DETAILS AND WORK QUANTITIES. THE CONTRACTOR SHALL
PERFORM THE WORK IN ACCORDANCE WITH FIELD CONDITIONS.

. THE CONTRACTOR WILL BE HELD RESPONSIBLE FOR ALL DAMAGE TO THE

EXISTING FACILITY CAUSED BY HIS OPERATIONS WHICH IS NOT INCLUDED AS
PART OF THE INTENDED WORK. ALL DAMAGE TO THE EXISTING FACILITY WHICH
IS NOT PART OF THE INTENDED WORK SHALL BE REPAIRED BY THE
CONTRACTOR WITHOUT COST TO THE AUTHORITY, AND TO THE SATISFACTION OF
THE ENGINEER.

. THE CONTRACTOR SHALL CONDUCT HIS REMOVAL OPERATIONS TO THE

SATISFACTION OF THE ENGINEER SO AS NOT TG UNDULY DISTURB UNDERLYING
MATERIALS WHICH ARE TO REMAIN IN PLACE. THE CONTRACTOR SHALL
PERFORM ALL WORK WITH CARE SO THAT ANY MATERIALS WHICH ARE TO
REMAIN IN PLACE, OR WHICH ARE TO REMAIN THE PROPERTY OF THE
AUTHORITY, WILL NOT BE DAMAGED. IF THE CONTRACTOR DAMAGES ANY
MATERIALS WHICH ARE TO REMAIN IN PLACE, OR WHICH ARE TO REMAIN THE
PROPERTY OF THE AUTHORITY, THE DAMAGED MATERIAL SHALL BE REPAIRED
OR REPLACED IN A MANNER SATISFACTORY TO THE ENGINEER AT THE EXPENSE
OF THE CONTRACTOR.

GENERAL NOTES

. DESIGN SPECIFICATIONS: CURRENT NEW YORK STATE DEPARTMENT OF

TRANSPORTATION STANDARD SPECIFICATIONS FOR HIGHWAY BRIDGES WITH ALL
INTERIM SPECIFICATIONS AND MODIFICATIONS AND 1981 NEW YORK STATE STEEL
CONSTRUCTION MANUAL, INCLUDING CURRENT ADDITIONS AND MODIFICATIONS,
EXCEPT AS MODIFIED BY THE NEW YORK STATE THRUWAY AUTHORITY STANDARD
DETAILS FOR THRUWAY BRIDGES.

. MATERIAL AND CONSTRUCTION SPECIFICATIONS: STANDARD SPECIFICATIONS,

CONSTRUCTION AND MATERIALS, NEW YORK STATE DEPARTMENT OF
TRANSPORTATION, OFFICE OF ENGINEERING, DATED JANUARY 2, 1990 INCLUDING
ADDENDA NOTED ON THE PROPOSAL COVER.

. THE CONTRACTOR WILL BE REQUIRED TO COORDINATE HIS WORK WITH OTHER

CONTRACTORS AND AUTHORITY MAINTENANCE FORCES, AND HE SHALL SCHEDULE
HIS OPERATIONS SO AS TO CAUSE A MINIMUM DISRUPTION TO TRAFFIC.

. THE CONTRACTOR'S ATTENTION IS DIRECTED TO THE FACT THAT NO

EMBANKMENT AREA FOR SURPLUS MATERIALS IS AVAILABLE FOR THIS CONTRACT
WITHIN THE AUTHORITY'S RIGHT—OF-WAY. THEREFORE, ALL MATERIAL TO BE
REMOVED FROM THE JOB SITE SHALL BE DISPOSED OF BY THE CONTRACTOR
OFF THE AUTHORITY'S PROPERTY. THE CONTRACTOR SHALL COMPLY WITH ALL
LOCAL AND STATE REGULATIONS THAT APPLY TO THE AREA CHOSEN FOR THE
DISPOSAL OF THIS MATERIAL. ALL COSTS ASSOCIATED WITH THE SPOIL AREA
AND REMOVAL OF SPOIL MATERIAL SHALL BE INCLUDED IN THE VARIOUS ITEMS
OF THE CONTRACT.

. THIS CONTRACT IS TO BE EXECUTED IN CONSTRUCTION STAGES AS INDICATED

ON THE DRAWINGS.
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NOTES FOR PLANS

. ANY ITEMS THAT ARE TO BE REMOVED AND DISPOSED OF A.0.B.E. SHALL

BECOME THE CONTRACTOR'S PROPERTY AND SHALL BE DISPOSED OF
PERMANENTLY OFF THRUWAY AUTHORITY R.O.W.

. ITEM 610.0203 — ESTABLISHING TURF, AND ITEM 613.0101 — TOPSOIL, SHALL

BE PAID FOR UNDER THE PRICE BID FOR VARIOUS ITEMS IN THE CONTRACT,
ESTABLISHING TURF SHALL MEET THE REQUIREMENTS OF SECTION 610, AND
TOPSOIL SHALL MEET THE REQUIREMENTS OF SECTION 613 OF THE STANDARD
SPECIFICATIONS DATED JANUARY 2, 1990, INCLUDING CURRENT ADDITIONS AND
MODIFICATIONS, EXCEPT AS MODIFIED IN THE PLANS AND PROPOSAL.

. EXISTING DEPOSITS OF DEBRIS BEHIND THE R.O.W. FENCE AT M.P. NE 11.95

SOUTHBOUND ARE TO BE REMOVED AND DISPOSED BY THE CONTRACTOR.
PAYMENT TO BE UNDER THE PRICE BID FOR ITEM 201.0601.

- VARIOUS SHEETS ON THE PLANS SHOW TREES TO BE REMOVED. THE NUMBER

OF TREES TO BE REMOVED IN EACH AREA IS AN ESTIMATE. THE CONTRACTOR
SHALL CONFIRM THE ACTUAL FENCE LOCATION WITH THE E..C. AND ADJUST THE
LOCATION TO REMOVE AS FEW TREES AS POSSIBLE. THE CONTRACTOR CAN
TRIM EXISTING TREES TO FACILITATE PLACEMENT OF THE FENCE.

MAINTENANCE AND PROTECTION OF TRAFFIC NOTES

. MAINTENANCE AND PROTECTION OF TRAFFIC SHALL BE COMPLIED WITH

THROUGHOUT THE LENGTH AND DURATION OF THE CONTRACT IN ACCORDANCE
WITH "THE NEW YORK STATE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES”
AND THE CONTRACT DOCUMENTS.

DISTANCES SHOWN ARE APPROXIMATE ONLY AND MAY BE REVISED BY THE
ENGINEER—IN—-CHARGE TO MEET FIELD CONDITIONS (DRIVEWAYS, HIGHWAY
ALIGNMENT, ETC.).

. THE SIGNING SHOWN IS A MINIMUM ONLY. ADDITIONAL SIGNING MAY BE

REQUIRED TO MEET TRAFFIC AND/OR FIELD CONDITIONS.

- THE COST OF FURNISHING AND INSTALLING ALL SIGNS SHALL BE PAID FOR

UNDER ITEM 15619.0201 — CONSTRUCTION SIGNS.

DURING NON—WORKING HOURS, ALL CONSTRUCTION EQUIPMENT AND MATERIALS
SHALL BE STORED AT LEAST 30" FROM THE EDGE OF THE PAVEMENT OR BE
PROTECTED BY A GUIDE RAIL SYSTEM APPROVED BY THE ENGINEER.

- ALL PRIVAT® VEHICLES SHALL BE PARKED OUTSIDE THE WORK ZONE AND OFF

THE TRAVELED WAY, OR IN A SIMILAR MANNER AS DESCRIBED IN NOTE 7.

. SEE HIGHWAY PLANS FOR ADDITIONAL DETAILS.

WORK TO BE DONE

THE FOLLOWING IS A GENERAL DESCRIPTION OF THE WORK TO BE DONE UNDER
THIS CONTRACT. THIS LIST IS INTENDED TO GIVE THE CONTRACTOR A GENERAL
DESCRIPTION OF THE WORK INVOLVED IN THIS CONTRACT AND IS NOT A
COMPLETE LISTING OF ALL WORK TO BE DONE. ALL WORK SHALL BE DONE IN
ACCORDANCE WITH THE CONTRACT DOCUMENTS EVEN THOUGH NOT SPECIFICALLY
MENTIONED IN THIS LIST.

THIS PROJECT WILL INCLUDE THE INSTALLATION OF WOOD SCREEN FENCE AT
THREE LOCATIONS ON THE NEW ENGLAND THRUWAY. CONSTRUCTION STAGES AT
THE THREE LOCATIONS MAY RUN CONCURRENTLY.

LOCATIONS 1 & 2: M.P. NE 11.66 TO M.P. NE 12.1 NORTHBOUND & SOUTHBOUND

CLEARING AND GRUBBING, TREE REMOVAL ALONG FENCE
LINE (MINIMIZE TREE REMOVAL A.0.B.E.).

STAGE 2:  REMOVE R.O.W. FENCE WHERS REQUIRED. PUT UP
TEMPORARY FENCE UNTIL NEW FENCE IS INSTALLED.
STAGE 3:  INSTALL NEW WOOD SCREEN FENCE.

SEED ALL DISTURBED AREAS.

LOCATION 3: WEST SIDE LARCHMONT STATIOM PLAZA ~ M.P. NE 7.7 SOUTHBOUND

STAGE 1:  CONTRACTOR TO VERIFY ALL DIMENSIONS IN FIELD.
STAGE 2:  INSTALL WOOD SCREEN FENCE TO COVER OPENINGS

BETWEEN COLUMNS ON WEST SIDE OF LARCHMONT
STATION PLAZA.

ESTIMATE OF QUANTITIES
ITEM DESCRIPT{ON UNIT | FSTIMATE FINAL
900.9940 "Wood Screen Fence 12" 10 14" High
0:-0.cel Material only LS 1.00
902.9875 Light Stone Fill D-C 7,991.77
0C-0C g2 -
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NORTHBOUND smup

3AN3AY

/ ITEM 25607.9002
v SEE DETAIL, SHEET MD-S.

INSTALL CHAIN LINK FENCE END
ASSEMBLY. COST TO BE INCLUDED
IN ITEM 25607.9002. SEE DETAIL, SHEET MD-S5.

REMOVE 104 LF EXISTING CHAIN LINK FENCE
ITEM 10607.998701. REPLACE WITH 10 FT. HIGH

WOOD FENCE, ITEM 25607.9002.
REMOVE 2 TREES, A.Q.B.E., ITEM 614.0334

" PLAN

SCALE: 1" = 20’-0"

5 FT. MIN, OFFSET
X Fi
BACK FACE of GUIDERCI)?%/L

NOTES:

1. TEMPORARY FENCE IS TO BE INSTALLED WHENEVER EXISTING
CHAIN LINK FENCE HAS BEEN REMOVED AND THE WOOD SCREEN
FENCE IS YET TO BE INSTALLED. PAYMENT UNDER ITEM
25607.9097. TYPICAL THROUGHOUT.

2. AT STA. 432+00 NB, THE PROPOSED WOOD FENCE WILL
STRADDLE THE DROP OFF FOR CULVERT OQUTLET. POST SPACING
WILL HAVE TO BE ADJUSTED ACCORDINGLY FOR A LONGER SPAN

LENGTH.

EXIST,
SWALE

A——

NB434+00

702 LF ITEM 25607.9002
~~ 10 FT. HIGH WOOD FENCE

58’ Saw,

@

SEE DWG. No. RP—2

MATCH LINE sTA. 434450

|NO AS-BUILT REVISIONS |
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870 LF 10 FT. HIGH WOOD FENCE, ITEM 25607.9002
REMOVE EXISTING CHAIN LINK FENCE, ITEM 10607.998701
REMOVE 32 TREES IN THIS SECTION, A.Q.B.E., ITEM 614,0334
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REMOVE CHAIN LINK FENCE

ITEM 10607.998701

962 LF 10 FT. HIGH WOOD FENCE
ITEM 25607.9002

REMOVE 43 TREES IN THIS
SEGMENT, A.0.B.E., ITEM 614.0334

INSTALL CHAIN LINK FENCE
END ASSEMBLY. COST TO BE
INCLUDED IN ITEM 25607.9002.
SEE DETAIL, SHEET MD-5.
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INSTALL CHAIN LINK FENCE END
REMOVE CHAIN LINK ASSEMBLY. COST TO BE INCLUDED IN
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v CANOPY STEEL SUPPORTING
PLAZA RAMP MEMBERS & CONNECTORS (TYP.)
i T T T T T T T T T T T / i -
mlis|im|in|in/in
” U1 alnlialelln]s L —k
6 FT. HIGH CHAIN—LINK SERVICE SPLICE CANOPY
FENGE MOUNTED ON A CONDUITS BOX
CONCRETE BARRIER GATE (e
EXISTING WEST ELEVATION — LARCHMONT PLAZA
N.T.S.
, SOLID WALL )
SPLICE ~——1" EXPANSION TWO RAIL STEEL BRIDGE RAILING
BOX JOINT (TYP.) /f—
i if =i A== i iF i i i iF i iF i = i h i iF ir i =it iF i iF i i iF {EF= iF
WE ﬁ_\ H == - -~
. LA Ll | N - L LL1H 11
‘ et e - Eaiabatttany SPLICE
BOX
CANOPY PEDESTRIAN 10" DIAMETER
UNDERPASS CONCRETE COLUMNS SCUPPER (TYP.)
ENCLOSURE (TYp.) v
EXISTING WEST ELEVATION — LARCHMONT PLAZA
N1
SEGMENT 1 SEGMENT 2 SEGMENT 3 SEGMENT 4 SEGMENT 5 SEGMENT & SEGMENT 7
61 ~6" 73-6" 65'—6" 7167 72°-9" 71-10"
WOOD GATE PLAZA RAMP
FRAME AROUND EXISTING
SEEEET Pt | seos oo BT
1 1 kN y i) I 1t i) i 1 i i
]
i ks
i) JIRA KR! =l - . . ,
SO \Z &WWF‘\[ ‘L NS AB=BULT REVISIONS |
FRAME AROUND .
SPLICE BOXES ?Y';O)SED COLUMN CANOPY
WEST ELEVATION — PROPOSED WOOD SCREENING — LARCHMONT PLAZA
SCALE: 1/16” = 1’0"
DATE DESCRIPTION BY SYM.
SEGMENT 6 SEGMENT 7 , SEGMENT 8 SEGMENT 9 . SEGMENT 10 SEGMENT 11 , SOLID WALL REVISIONS
7110 71-10" 71107 7710 71-10°

PROVIDE OPENING FOR
EXISTING CONDUIT

FRAME AROUND

10" DIA. SCUPPER DRAIN

FRAME ARQUND EXISTING
SPLICE BOX

i i

EXISTING

T F i |

—FRAME AROUND EXISTING ~
SPLICE BOX

=

\— EXISTING CHAIN

LINK TO REMAIN

WEST ELEVATION

PROPOSED WOOD SCREENING

LARCHMONT PLAZA

SCALE: 1/16" = 1'-0"
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SEGMENT

T0 SEGMENT TO .
+ EXISTING JOINT EXISTING JOINT

1"x6"” TONGUE AND
GROOVE SHEATHING

EXISTING CONCRETE SPANDREL

:EXISTING PLAZA DECKING

6”)(6" POST ) 2—-10d NAILS
6"x6” (TYP.) (TYP.) / PER PLANK (TYP.)
| Ey ‘.‘ s B .1_. . - '_,A‘ﬁ-”‘ '.““".'
| — ] :
I B : A
| SEE DETAIL 'A’ » R
oLl /— '
12 bl 6"x6" (TYP.)
— 4 | A IR N IR RN B
NN S IRANE J
{ 44 } : OVERLAP EXISTING JOINT WITH FILLER
UL ]| o) PIECE OF SHEATHING. FILLER PIECE IS
v T 4] REQUIRED FOR UPPER AND LOWER
| : e B & Y PANELS ;
| I (TYP.) . : ~
| | H ~L|
| | “ ~d
| | . v ~L 2-10d NALLS
| ' ~L PER PLANK (TYP.)
ey MM RN s sl
| |
| | 10d NALS @ 1'=0” 0.C.— |
| I » ONE SIDE OF FILLER
| | PIECE ONLY
I | S " . e
. L k—47xa” (TYP.
' | L3"x3™1/2" T (P,
I | |/ (TYP.) . .
: : [ e 1IN |- ——existine coLumn
| , (TYP.) NALE

HEX NUT, LOCKWASHER
AND FLAT WASHER

1'—6"

6"x6" POST
(Tvp.)

ELEVATION

SCALE: 3/8" = 1'=0"

M 6"x6"

13/16"¢ HOLE
5/8" LAG BOLT,
4” LONG (TYP.

ANGLE TO POST) |U'

1'eg”

1'—0"

3/4"¢ BOLT

13/16"¢ HOLE

FLAT WASHER
// 454"

1"x6” TONGUE AND
GROOVE SHEATHING

3" LONG (TYP.)

DRILL AND GROUT 3/4"¢
ANCHOR ROD (TYP.) SEE NOTE 2
COST INCLUDED IN ITEM 25607.9003

HEX NUT AND LOCK

/ r B
N
6" 6"
L3'x3"1/2" HEX NUT AND

LOCK WASHER

. -
= T4~ —DRILL 11/16" HOLE FOR
vz i 5/8"¢ BOLT
@¥5/8" LAG BOLT
7" LONG
Fi==g— — —¢
b °
1 A
13/16" E o~
HOLE
FH=E=d— —~ 1—¢
©
WASHER (TYP.) \
b~ ” ”»
6"x6" POST— | )V 4"x4
i \
1”x6” TONGUE AND
GROOVE SHEATHING
H ?
DETAIL A

SCALE: 1 1/2" = 1-0"

EXISTING 1”_/
OPEN JOINT (MIN.)

NOTES:

. CONTRACTOR HAS THE OPTION TO PREASSEMBLE PANEL

SECTIONS OFF SITE OR CONSTRUCT ON SITE.

. CHEMICAL ADHESIVE ANCHOR SYSTEM SHALL CONFORM

TO SECTION 701-—07, THREADED ANCHOR RODS SHALL
CONFORM TO ASTM A-449.

. ALL STEEL AND HARDWARE TO BE ASTM A709 GRADE 50

UNLESS OTHERWISE NOTED AND TO BE GALVANIZED IN
ACCORDANCE WITH SECTION 719.01 OF THE NEW YORK
STATE STANDARD SPECIFICATIONS.

. ALL LUMBER TO BE PRESSURE TREATED IN ACCORDANCE

WITH SECTION 708-31 OF THE NEW YORK STATE
STANDARD SPECIFICATIONS.

SEE DWG. LT—1

SECTION B-B

SCALE: 1/2" = 10"
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9 CONDUITS ||\ ]
/S \O\O v
2% | |_—HEX NUT, LOCKWASHER
8 — AND FLAT WASHER
ol& ,/// L
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SEE DETAL 'A’
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o
Q————— — ===
N EXISTING 6 FT.
Z CHAIN LINK FENCE
>
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MANUFACTURER (TYP.)
SEE NOTE 2
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FACE BARRIER
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/—3/4" BOLT HOOK (TYP.) STANLEY 18
EDP #57-5695, CLASS 952 OR EQUAL
17x6” TONGUE AND GROOVE
6”x6" FRAME FOR 1"x6” EXISTING CONCRETE SPANDREL SHEATHNG. USE 2-10d NALS gg?z‘?&ogh‘grsg%eggogo lgRg\F/g?Ts i
X X x6" a? PER 4"x4” PLANK FRAME
TONGUE AND GROOVE SHEATHING] / PG 6"x6" POST ?n)r(:) FRAME 4'x4 AK FRALE A
' P
i AT T T T T 1T ‘ -18” BOLT HOOK AND STRAP HINGE
& Z I #’k\’ “H| ] QF i e FRANE (TYP.) STANLEY EDP #57-3760, CLASS
- EXISTING SERVICE-—§ Al ‘ | ] J///—(TYP.) 952 OR EQUAL (SEE NOTE 1)
dg CONDUITS \O——l b A | / | \H/ - 44" FRAMING (TYP.)
(<] /
‘%.5‘ \O HEX NUT, LOCKWASHER 2 Nl | | | i gETB'I'\’ACT*;E’; SSEET i m— ] < |
@ =T AND FLAT WASHER Al w“_ww___________%: ”
ol& / L] : o L ES
T ey = : = 3/476 GALV. STEEL e EREEEREENr: | 474" FRAME % | A etel
i 5 AT N BOLT, 2'-0" LONG i v 4 (TYP.) 9 ; i o
= - o\ - =]
- / % —/ | td
- ‘%: CUT 17x6” SHEATHING N N SN N MO N A
‘ : { TO FIT AO.BE. I} : \—.——1/2"¢ CARRIAGE BOLT !! [ S AU MRND SNNDN SN | E @ -
=== ] | 6" LONG WITH HEX NUT ﬁ=‘
- PROVIDE OPENING FOR % AND WASHERS R
SEE DETAL 'B [ |EXISTING BRACKET AO.B.E. o [l H | & )‘//——1 "x6"” TONGUE AND GROOVE
4 1 1/2" CARRIAGE BOLTS I 474" FRAME . i SHEATHING. USE 2-10d NAILS
2-10d NAILS EACH ~ N 2 6” LONG WITH HEX NUT | PER 4"x4" PLANK FRAME
noan 2) s o (TYP.) 7] |
1"x6” SHEATHING ° BN | AND WASHERS ] 5 ey SR N I NN O N O
) w| ™ K T i /- |
- - el i—-\.—.——————-——--————-—-—-————
n @
HEX NUT, & ] | — CUT 1"x6” SHEATHING I NS N '?«
LOCK WASHER _ ¢ " | U/ TO FIT A.O.B.E. ” I : ~ - PN 3737y /2"=3" LONG WITH
. (YP) [e) s «1/ 5/8"0 LAG BOLTS | ~doN l 5/8"¢ LAG BOLTS 3" LONG
Zlo | 1°x6” TONGUE AND Il 3" LONG AND WASHERS N ! AND WASHERS (TYP.)
z e | N
= aly GROOVE SHEATHING. USE (YP) R | N ! ;
3 e il \{ 2-10d NAILS PER 4"x4” Y7 © | AN '
EXISTING CANOPY AND = s iy, PLANK FRAME (TYP.) : b ’ SN0 RE \
"5" wE [ I i ~ SLIDE ACTION BOLT (TYP.)
6”x6” POST (TYP. IS ~ |
MOUNTING HARDWARE (TvpP) 3 ] L el | N ! STANLEY EDP #76-0815,
€ . |@ ” . ca 1 ~ | CLASS CD1271 OR EQUAL
DRILL AND GROUT 3/4”¢ ANCHOR & 4”x4” FRAME (TYP.) H PO I 5_g” do I NN (SEE NOTES 1 & 2)
ROD (TYP.) COST TO BE INCLUDED o % ey 9 P T . \;b\
IN ITEM 25607.9003 1"x6” TONGUE AND N 4 ! oo e g T I I I ]
GROOVE SHEATHING (TYP.) ™ l \ I SO L.IN—1/2"¢ CARRIAGE BOLT
12" MIN. OR PER T 9" LONG WITH HEX NUT
MANUFACTURER (TYP. 1. EXISTING 6 FT. 3 ¢ COLUMN ¢ COLUMN : AND WASHER (TYP.)
SEE NC()TE g CHAIN LINK FENCE © EXISTING GRADE 5'—g"
Q—~ —_— === B
- : T
“J— = GATE DETAIL
PANEL AND GATE OPENING DETAIL i
EXISTING CONCRETE ] EXISTING VERTICAL Yy Rt SCALE: 3/4" = 1'=0
WALK\ FACE BARRIER : SOALE: 172" = 10
ROADWAY SHOULDER
T a
I | |
_____ Lo _d__1 ___ )
r T T T e e
| |
: : HEX NUT, LOCKWASHER 676"
"
| COLUMN FOOTING | ) AND FLAT WASHER—\ ] / 3/4 BOLT
| l N4 -/— ' owoE |y N
i | P K 13/16% Hou NO AS-BUILT REVISIONS |
————————————————— — ===3—¢
. 5, 13/16"0 HOLE |_—5/8" LAG BOLT, 4 FLAT WASHER
_ 1. STRAP HINGES AND SLIDE ACTION BOLTS SHALL BE SECURED il . lﬁ/ LONG (TYP. ANGLE g .
SECTION A-A WITH 5/8" LAG BOLTS, 3" LONG. - 5 = T0 POST) / / 4’47 FRAME (TYP.)
SCALE: 1/2" = 10" - ”
/ 2. TOP SLIDE ACTION BOLT SHALL BE SUPPLIED WITH A U o ”Y [~ DRILL 11/16" HOLE FOR
WATERPROOF LOCK WITH TRIPLICATE KEYS, AS APPROVED BY | N ! 5/8"¢ BOLT
THE ENGINEER IN CHARGE. LOCK TYPE AND KEYING TO BE
APPROVED BY DIVISION MAINTENANCE. / e L 5/8" LAG BOLT
X » Ey
3. CONTRACTOR HAS THE OPTION TO PRE ASSEMBLE PANEL L3"x37%1/2" 5/8 7" LONG ® oATE DESCRIPTION By i,
., SECTION AND GATE OFF SITE OR CONSTRUCT ON SITE. 3" LONG (TYP.) Fl==o— - ¢ -
NOTE: ALL U—BRACKETS TO BE 3" LONG HEX NUT AND © - REVISIONS
4, ALL STEEL HARDWARE TO BE ASTM A709 GRADE 50 UNLESS : LOGK WASHER >
N i OTHERWISE NOTED AND TO BE GALVANIZED IN ACCORDANCE f w : NEW YORK STATE THRUWAY AUTHORITY
Vr - 72 SPECRGATIONS, |01 OF THE NEW YORK STATE STANDARD ANCHOR RO%R”(“TLY?S'Dsggo,k’ng ""5’ DEPARTMENT OF ENGINEERING AND MANTENANCE
> ¢ va ’ : : 200 SOUTHERN BLVD., ALBANY, N.Y. 12209
9/16" HOLE FOR 1/2°3~— 11/16" HOLE FOR 5. ALL LUMBER TO BE PRESSURE TREATED IN ACCORDANCE WITH COST INCLUDED IN ITEM 25607.9003 —
BOLT OR 11/16"¢ /| s /8”9 BOLT (TYP.) SECTION 708—31 OF THE NEW YORK STATE STANDARD NEW ENGLAND VISUAL
HOLE FOR 5/8"¢ BOLT _ N ¢ SPECIFICATIONS. L SCREEN BARRIER
- E M LOCATION OF PROJECT
| N 6. CHEMICAL ADHESIVE ANCHOR SYSTEM SHALL CONFORM TO Y . MP. . .
) e > SECTION 701—07 AND THREADED ANCHOR RODS SHALL - " TONGUE AND M.P. NE 7.7, M.P. NE 11.66 TO 12.1
- CONFORM TO ASTM A—449. TITLE OF DRAWING
GROOVE SHEATHING
2" MISCELLANEOUS DETAILS
8'x6" POST LARCHMONT PLAZA
: » ) CONTRACT NUMBER: )
DETAIL B TANE 99-40
DETAIL OF U-BRACKET SCALE: 1 1/2" = 1°-0" OATE:
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g SEGMENT 2 SEGMENT 3 . "
5 : 18
H PANEL 6 PANEL 1 PANEL 2 PANEL 3 —EXISTING CONCRETE SPANDREL
3 EXISTING PLAZA DECKING
z PROVIDE OPENING o
SEE NOTE & o L.3"x3"x1/2"~3" LONG (TYP.)
%——6 %6” FRAME (TYP.) E /I
EXISTING SERVICE L
S— 4 - 4 : TS 1
J'A —4 Ut — ==FELJ|= Xl S— _ EETY: CONDUITS QQ:%
AN v 4 - e RoeL & \O
== | —FLAT WASHER (TYP.)
WL 5/8" LAG BOLT—4" LONG (TYP.) N HEX NUT, LOCKWASHER
g 1"x6” TONGUE AND GROOVE SHEATHING, § AND FLAT WASHER (TYP.)
|| = . USE 2—10d NAILS PER 6"x6" PLANK FRAME SE
I~ AR . 3=
° ol o . o 4o 37 1
- 0 1 . " » s n_an n o4 »
. o . L2'-7 1/2"x6"x5/8 9" LONG (TYP.) :c, g ST . L 2=7 1/2°%6"x5/8"~1'~9" LONG
N AT ——1 1/16% Hoe (vR) = N \\
S R K N  an
5 | 1 | a1 BoLT (TYP) - 1-6 >—DRILL AND GROUT 1”8 ANCHOR ROD,
N 1o —TT N EMBED 12” MIN. OR PER MANUFACTURER
g o ~ o L2'=7 1/27x6"x5/8"=2'=0" LONG (TYP.) w (TYP.), SEE NOTE 4
IS = 4 o N
8 U 8 1 et e——— —¥ ’ . . s s
s et N ¢ : & - » L2'=7 1/2"x6"x5/8"~2'~0" LONG
JL e - U—BRACKET, 1’—9” SN ¢ < L —
RIS LONG, SEE DETAIL "E” | 7 %/ 3\, =
i R Sl ™—5/8" CARRIAGE BOLT-8" LONG
fee WITH HEX NUT AND WASHERS (TYP.)
§ N —grackeT, 2-0” |+ AT
\§ LONG, SEE DETAL "E] . ~.|- .-
N &
4 %
~——EXISTING 10”9 e ]
Y SCUPPER R A ¥
6 L LA s e e — e i e fiiet e b e v — e e e e 5
L w
5 ¢ COLUMN ¢ COLUMN ¢ COLUMN &
= ,
=0
g NOTE: SERVICE CABINETS NOT SHOWN FOR CLARITY.
R .
-} ELEVATION — SEGMENT 3 (PANELS 1 & 2)
SCALE: 3/8° = 1-0" I /—ROADWAY SHOULDER
/ PLAZA RAMP / |
EXISTING SERVICE EXISTING CONCRETE L L
CONDUITS ., F———————— —
| L —5/8" LAG BOLT,
& 4" LONG (TYP)) ' |
- PANEL 1 PANEL 2 | |
Y | COLUMN FOOTING ’
- I |
I _
#'x4" FRAME (TYP.) NO AS-BUILT REVISIONS |
; et A SECTION C—-C
b i » R - SCALE: 1/2" = 10"
X —1”"¢ BOLT-9” LONG, HEX NUT, ] EXISTING 6 FT.
o Q —
H vl LOCK WASHER AND FLAT WASHERS 0 CHAIN LINK FENCE
] > (TYP.) TO 6"x6” FRAME 5
= ———— =z
o
g "o 12" MIN. OR PER MANUFACTURER
S ., z (TYP.) SEE NOTE 4
DRILL AND GROUT 1”8 ANCHOR —<] »
ROD, EMBED 12" MIN, OR PER e} DRILL AND GROUT 3/4"¢ ANCHOR ROD (TYP.) DATE DESCRIPTION BY SYM.
MANUFACTURER (TYP.), SEE NOTE 4 COST TO BE INCLUDED IN ITEM 25607.9003
L —HEX NUT & LOCK WASHER (TYP.) REVISIONS
b o . NEW YORK STATE THRUWAY AUTHORITY
L 3'x3"x1/2"=3" LONG (TYP.) o DEPARTMENT OF ENGINEERING AND MAINTENANCE
1. CONTRACTOR HAS THE OPTION TO PRE ASSEMBLE PANEL 200 SOUTHERN BLVD., ALBANY, N.Y. 12209
. SECTIONS OFF SITE OR TO CONSTRUCT ON SITE.
TITLE OF PROJECT
J 2. ALL STEEL HARDWARE TO BE ASTM A709, GRADE 50, UNLESS N A e
OTHERWISE NOTED AND TO BE GALVANIZED IN AC(é?RoéxNgDE s
"G WITH SECTION 719.01 OF THE NEW YORK STATE STANDA!
1"x6” TONGUE AND GROOVE ¢————— EXISTING VERTICAL .66 2.1
SHEAEEH'E‘&N%S%ZQ&%?ZO'LA&E FACE BARRIER SPECIFICATIONS. M.P. NE 7.7, M.P. NE 11.66 TO NE 1
TITLE OF DRAWING
" 3. ALL LUMBER TO BE PRESSURE TREATED IN ACCORDANCE WITH ¥
1 1/16" HOLE (TYP.)—<] _ _ FRAME MEMBER | _ ROADWAY SHOULDER SECTION 708-31 OF THE NEW YORK STATE STANDARD MISCELLANEOQOUS DETAILS
S / | | L _/____ N SPECIFICATIONS. (LARCHMONT PLAZA)
& EXISTING CONCRETE 4. CHEMICAL ADHESIVE ANCHOR SYSTEM SHALL CONFORM TO -
o WALK S RN N R SECTION 701—07 AND THREADED ANCHOR RODS SHALL CONTRACT NUMBER:
5 - r T——— CONFORM TO ASTM A—449. TANE 99-40
3 ¢ COLUMN |  COLUMN FOOTING |
N 1 + 5. EXISTING PHOTO SENSOR AND CELL TO BE RELOCATED BY DATE:
5 DIVISION PERSONNEL. CONTRACTOR SHALL PROVIDE AN 12/98
OPENING FOR THE RELOCATION. WORK TO BE COORDINATED
FRANK SCHI ; (914-834—2909). -
DETAIL "E” SECTION — PANELS 1 AND 2, SEGMENT 4 WITH FRANK SCHINELLA; ( ) BRAIG NOWER
SCALE: 3/4” = 1'-0" SCALE: 1/2" = 1'-0" MD*B .
\ 7
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[/

g 7

g et 80" & | 8"x8" POST
> | | (EVEN SHEATHING WIDTH) | /-

] I —
° '
K I Hie

o r

r /

3 e =l 9
% P & wx—1 |
= | | | |
N o L

1"x6" TONGUE & GROOVE
SHEATHING, OFFSET
FRONT & BACK SHEATHS

FOOTIN

G (SEE NOTE 3)

ELEVATION

1"x6" TONGUE & GROOVE SHEATHING

OFFSET JOINTS BETWEEN
FRONT & BACK SHEATHS

1"x3" AT ENDS

(ONE SIDE ONLY)

RESIDENTIAL SIDE

I

|

PER PLANK (TYP.)

\>‘2 — 10d NAILS
L | 2

js

8"x8"” POST

THRUWAY SIDE

6"k

1"x8”

ONE 10d NAIL

EVERY 12
/ RESIDENTIAL SIDE

> 2"x4" STRINGER
, 30
4"x4”
2 — 10d NAILS / D1
PER PLANK (TYP.)
id
O 4] 5/8" LAG BOLT

3d NAILS 16" 0.C—] ~~———3" LONG (TYP.)
- 17x6" TONGUE &
2"x2” NAILED SROV
o anE" PoST ROOVE SHEATHING
1"x6" TONGUE &

GROOVE SHEATHING
2 — 10d NAILS

PER PLANK (TYP.)
47x4"

5/8" LAG BOLT
3" LONG (TYP.)———T

£.3"%3"x1/2"

3" LONG (TYP.)—]

FLAT WASHER——— |
2"x4" STRINGER ~—— |

3/4" CAR/AGE BOLT
BOLT—HEAD DOWN—T]

1/

2
L PE

2" TYP.

£3"x3"x1/2"

7~

8"x8” WOOD POST
(ACTUAL SIZE 7 1/2"x7 1/2"
SHAVE DOWN BASE OF POST

1" DIA. BOLT

SEE NOTE 7

TO FIT IN TUBING)
STRUCTURAL TUBING
8"x8"x3/8"

ASTM A709 GRADE 36

STEEL BASE PLATE
SEE NOTE 10.

(NOTE 12

7/8" DIA. ANCHOR -BOLT"
(fvp) see NGTE 5 ———

" LEVELING. . /
NUT

c a9 A ‘

g
MIN. (TYP.) »: "

4 % CONC. FOOTING IN SOIL, SEE DETAIL BELOW ~ . - <

<,

5/8" LAG BOLT — 4" LONG
(TYP. ANGLE TO POST)

— 10d NAILS
R PLANK (TYP.)

EMBED SHEATHING 6" INTO GROLMD

BOTH SIDES (TYP.). BACKFILL WITH
CRUSHED STONE WHERE NEEDED. PAID

FOR UNDER ITEM 623.12.

SECTION D-D

FOUR BOLT

CEMENT MORTAR PAD
)

B 121 g
1 .3/4" 1 3/4%
s34 53/ / 7
RS
2 HO % ©
- 1" DIA.
BOLT LOCK WASHER
S & HEX. NUT
- N
0 [ STRUCTURAL TUBING
. ' 8"x8"x3/8", 7" LG.
M '
..' T - - - -
I H o)\
» ] i1
" C »
1" THICK
0 usEs BASE PLATE
. SEE NOTE 10.
” = ]
- DRILL 1" DIA. HOLE FOR
~_ 7/8" DIA. ANCHOR BOLTS
B LATE DETAI

BASE PLATE DETAILS

TWO BOLT BASE PLATE
/—CLASS A CONC. FOOTING
SEE NOTE 9

SCALE: 3" = 1'-0Q"
NOTES:
1. CONTRACTOR HAS THE OPTION TO PREASSEMBLE FENCE SECTIONS OFF SITE OR CONSTRUCT ON SITE.

2. 1"x6” TONGUE AND GROOVE SHEATHING TO BE EMBEDDED 6" MIN. IN THE

GROUND ON RESIDENTIAL SIDE.
3. CONTRACTOR IS TO DETERMINE IN FIELD TYPE OF FOOTING TO BE USED, PAYMENT
OF FOOTING TO BE INCLUDED IN COST OF WOOD SCREEN FENCE, ITEM 25607.9002,
CHEMICAL ADHESIVE ANCHOR SYSTEM SHALL CONFORM TO SECTION 701-07.
THREADED ANCHOR ROD$ SHALL CONFORM TO ASTM A-449.

12" WAX 1" MAX. = 0 GRADE 5. CAST ANCHOR BOLTS INTO CONCRETE FOOTING. BOLTS TO CONFORM TO ASTM A-325.
- ' e~ 6. FOUR BOLT BASE PLATE TO BE USED WITH FOOTING IN SOIL WHERE ROCK IS NOT ENCOUNTERED.
8°x8" WOOD POST Y RN TWO BOLT BASE PLATE TO BE USED WHERE ROCK IS ENCOUNTERED AT GRADE OR LESS THAN
"~ THRUWAY SIDE 2°x2" STRIP_ ON HIGHWAY SIDE / SEE FOOTING AND - N s 3 FEET BELOW GRADE. SOUNDNESS OF ROCK TO BE DETERMINED SOLELY BY THE ENGINEER.
gﬁg&&% ?Sxﬁngﬁr AFTER I ‘ BASE PLATE DETAILS = : 7. CONTRACTOR HAS THE OPTION OF USING THE TWO BOLT BASE PLATE DETAIL INTO ROCK
THIS DRAWING — (SEE NOTE 3) o L DRILL AND GROUT OR EXCAVATING INTO THE ROCK TO A DEPTH OF 3'—6” AND USING THE FOOTING IN SOIL DETAIL
" Y o ROSE 1 1/4" DIA. ANCHOR ROD 8. FIELD DRILL 1 1/8” DIA. HOLE THRU WOOD POST TO LINE UP WITH PREDRILLED
SECTION "B-B (TYP.) SEE NOTE 4 HOLES IN STRUCTURAL TUBING.
= 9. WHEN CONCRETE DEPTH IS GREATER THAN OR EQUAL TO 12", PLACE REINFORCING STEEL AS
WOOD SCREEN FENCE / / 12" MIN. SHOWN IN "FOOTING IN SOIL DETAILS”
NTS SECTION ” » 10. ALL STEEL AND HARDWARE TO BE ASTM A709 GRADE 50 UNLESS OTHERWISE NOTED, & TO BE
, TI A-A ROCK BELOW GRADE DETAIL GALVANIZED IN ACCORDANCE WITH SECTION 719.01 OF THE NEW YORK STATE STANDARD SPECS.
10" HIGH — ITEM 25607.9002 NTe 11. ALL LUMBER TO BE PRESSURE TREATED IN ACCORDANCE WITH SECTION 708-31 OF THE NEW
SEAL JOINT—APPROVED COLD APPLIED JOINT SEALER © - YORK STATE STANDARD SPECIFICATIONS.
T DEEP. | GOLOR TO MATGH CONCRETE. g g 12. CEMENT MORTAR PAD TO MEET REQUIREMENTS OF SECTION 701—05.
SEE NOTE 13. 8"x8" WOOD POST TT 13. CAULKING AND COLD MILLED JOINT SEALER MUST BE APPROVED BY THE ENGINEER. PAID FOR
ol PROPOSED WOOD SCREEN FENGE (ACTUAL SIZE 7 1/2"%7 1/2" UNDER ITEM 25607.9002.
SHAVE DOWN BASE OF POST 6 & NO ) =
L [ 343'x1/2" TO FIT IN TUBING) ‘ . . AS-BUILT REVISIONS |
. (4 (4 STRUCTURAL TUBING ’ I
EXISTING ABUTMENT g 2 I I T 7 0 on » »
OR WINGWALL . < = 7 8"x8"x3/8 y |~ 1" DIA. BOLT
:%J T 7T T N @EE» HEX. NUT
T T T T L .
. @ -
) n5>T< 571617 ———— LOCK WASHER
- 4 a|\—DRILL AND GROUT 1/2” ANCHOR ROD AT ALL 3£’ | ™=/~
4 MIN. 4” DEPTH PAID UNDER 25607.9002 MINIMUM 7" e ——— 3
PROJECTION 1 1/4" (SEE NOTE . > Y DATE DESCRIPTION BY SYM.
LOCK 1" DIA, BOLT \ STEEL BASE PLATE 7 —— STRUCTURAL TUBING
WOOD FENCE CONNECTION TO BRIDGE ABUTMENT WASHER .. SEE NOTE & All SR, ~ i i A RS T ke Revisions
N.T.S. L L . |
e SEE FOUR BOLT 1178 =Y, =7 (NOTE 23 AR PAD : W a4 NEW YORK STATE THRUWAY AUTHORITY
2-0 BASE PLATE DETAIL - 0 T) 001 1. € OF WALL DEPARTMENT OF MAINTENANCE AND ENGINEERING
DIA. /_THIS SHEET 7R i 200 SOUTHERN BLVD., ALBANY, N.Y. 12208
. RS = ROCK SURFACE [
1/Z/FT. SLOPE (TP ) FINISH GRADE LEVELING = = : L TILE OF PROJECT
\ : T — , L3 l—— 1 1/8” GALVANIZED BASE PLATE - N AN uem AL
1 DRILL AND GROUT % \/\ NZAN % ,‘: L ASTM A709 GRADE 50 LOCATION OF PROJECT
#4 BARS 1 1/4” DIA. ANCHOR ROD < M.P. NE 7.7, M.P. NE 11.66 TO 12.1
3" COVER— 3’6" MIN (TYP.) SEE NOTE 4 z . TITLE OF DRAWING
5—#4 BARS AT/ i ' o e oo = g ® VISUAL SCREEN WOOD
6—#5 BARS AT EQUAL SPACES ‘ g g FENCE DETAILS
N EQUAL SPACES - HOLE DIAMETER PER 1 1/4” DIA. A449 GALVANIZED ANCHOR (ROADWAY)
. 6—#5 BARS AT 3" COVER (TYP.)  MANUFACTURER SPECS. BOLT. DRILL 1 5/16" DIA. HOLE (TYP) ST RO
2" DIA. STEEL FENCE POST EQUAL SPACES — —
ONLY AT STA. 580+10 N ELEVATION TANE 99-40
DATE:
SECTION C-C BASE PLATE DETAIL
FOOTING IN SOIL DETAILS : 12/98
N.TS. TWO BOLT BASE PLATE DETAILS DRAWING NOWBER:
SCALE: 3" = 1'-0" MD__4_
/
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EXISTING FENCE 10'=0"+ — [TEM 25607.9002 PROPOSED WOOD SCREEN FENCE EXISTING FENCE ITEM 25607.9002 PROPOSED WOOD SCREEN FENCE
SEE STANDARD SHEET 607-10 SEE STANDARD SHEET 607-10
10'=0"% LENGTH_VARIES
. EXISTING CHAIN LINK TO BE USED PROP. GALV. | __
CHAIN LINK .
TOP RAIL END POST TP RAL INTERMEDIATE END POST P P P P A 8"x8” POST
EXISTING CHAIN LINK NOTES: POST NOTES: ™~
] TO BE' USED K , ToP RA“-’\ Tt
T t 1. GALVANIZED FENCING WILL BE T ; : 1. GALVANIZED FENCING WILL BE I
THE ONLY OPTION ALLOWED THE ONLY OPTION ALLOWED e
UNDER ITEM 25607.9002. UNDER ITEM 25607.9002. ™ e
BRACE RAIL N 2. AN ALLOWANCE OF 10 LINEAR BRACE RAIL BEREEEEEE 2. AN ALLOWANCE OF 10 LINEAR T
5 Eggr ggléai iEDA?IETEgz JggA%CH 5 FEET WILL BE ADDED FOR EACH S
T 7 5 END POST AND INTERMEDIATE g
- TRUSS ROD POST. NS TRUSS ROD FOST. @
. bl L . i e
P et L / g i
5 i © == 1 R kI W = 1
o H oFGD D] Q- § Ol—m f oy S
T TRE! | ~—— PROPOSED WOOD SCREEN Te il E  SRouns i =(epu | '~ PROPOSED WOOD SCREEN pa=SEN
Mo 0| FENCE FOOTING e ! i €5 | FENCE FOOTING B e U Y
i L EXISTING Ing ! il i W | B N
1oL GROUND ke | IR " ws S
i
M “’j s 10” " L_3" EXIST!NG—/ —
b SET 2” DIA. STEEL FENCE POST b
, (TYP.) IN FOOTING OF WOOD FENCE GROUND
SET 2" DIA. STEEL FENCE POST SEE FOOTING SEE FOOTING »
IN FOOTING OF WOOD FENCE CHART THIS CHART THIS ELEVATION
SHEET SHEET —
SCALE: 3/8" = 1'-0
FENCE TERMINAL AT EXISTING POST DETAIL FENCE TERMINAL BETWEEN POSTS DETAIL
SCALE: 3/8" = 1'-0" SCALE: 3/8" = 1'-0"
NOTE; THIS DETAIL TO BE USED ONLY IF CONDITIONS FOR DETAIL
AT LEFT CANNOT BE MET.
2"p STEEL FENCE POST
(TERMINAL ENDS ONLY) ALTERNATE FOOTINGS
{TEM 607.3002
NO. | D H
1 oo | 3-0"
2 | 27707 | 367 INSTALL ONE BOLT HOOK IN
1"x6” TONGUE & GROOVE 50" THE OPPOSITE DIRECTION OF
SHEETING ON TRAFFIC [ | THE OTHER TO PREVENT LIFTING
SIDE ONLY. USE 2—10d ‘ ] OF THE GATE
NAILS PER PLANK FOR
FOOTING DETAIL PLAN FACH RAL (TYP.) : L =t | —aner post
N.TS. — . | \ 1 /_
N
< vy
¢ S 5/8” LAG BOLT,
—— N 7 3 LoNG (TYP)
o~
o W)
S 4"x4 o1 Hi]
N < LA ®
o5 5'~0" . 1 - £3%3%1/2", | NO AS-BUILT REVISIONS |
J13 EXISTING GUIDE 5 3" LONG (TYP) ,
8 (Y ) RAIL TO REMAIN N :
8 = 40" =1y
N = T = /18" BOLT HOOK STRAP HINGE (TYP.),
78 2’3" ~ STANLEY EDP #57-3760 OR EQUAL
ol l-—— A CLASS 952 .
- 3 e,
BACKFILL WITH 3" = S B s 4
TOPSOIL & SEED = N = e %: %
X2 A - / ¥
g% SLIDE ACTION BOLT — N—3/4" BOLT HOOK (TYP.),
GATE LOCK SIMILAR TO STANLEY EDP #57-5695 DATE DESCRIPTION BY SYM.
N~ »
SEE BASE 1.5 ,' SEE BASE PLATE DETAL STANLEY #76-0815, CLASS 1664 EVISIONS
PLATE DETAIL -~ TOP OF EXISTING ROCK 1> CLASS CD 1271 ! \\ R
SLOPE FILL (DEPTH=2'-0"+ R MIN. OF 5 — #4 & .
TO BE RESTC(>RED IF DlSTUR?BED Q BARS ©@ 12" oﬁf C. 3/4" CARRIAGE BOLT,—| X NEW YORK STATE THRUWAY AUTHORITY
’ © 8" LONG, BOLT HEAD ° & - DEPARTMENT OF ENGINEERING AND MAINTENANCE
MIN. OF 3 — #4 TOP OF EXISTING 6 — #5 BARS DOWN (TYP.) - < 200 SOUTHERN BLVD., ALBANY, N.Y. 12208
BARS @ 127 0.C. ‘\iRACTURED Rock . % © EQ. SP. = \ TILE OF PROJECT
. R NS 1 \\ NEW ENGLAND X‘ISIUAL
i L SCREEN BARRIER
6 -@#g BASRPSJ T' e \ TOCATION OF PROJECT
Q. SP. 2-0" | Ls* cover PO _{3,, COVER 4 M.P. NE 7.7, M.P. NE 11.66 TO 12.1
(TYP.) (Tvp.) <3 i TILE OF DRAWING
L 474" IR -] FENCE DETAILS
~)
5 . (ROADWAY)
TYPICAL SECTION e SRR NOMER
TYPICAL SECTION STA. NB 430+55+ TO TANE 9640
SCALE: 3/8" = 1'-0" STA. NB 438+50+ GATE HALF SECTION -
SCALE: 3/8" = 10" COST TO BE INCLUDED IN OATE:
BID PRICE FOR ITEM 25607.9002 12/98
TWO SECTIONS REQ'D FOR ONE GATE DRAWING NUMBER:
SCALE: 3/4" = 1'-0" MD~5
/
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LARCHMONT PLAZA PANEL SIZES A AS BUILT SIZES X1
ITEM 25607.9005| ITEM 25607.90 |ITEM 25607.9001|ITEM 25607.9002|ITEM 25607.900325607.9005| 2566790 |25607.9002 | 25607 9003
SEGMENT | PANEL
X3 Yy X2 Y2 Xz Yz Xy Y1 X2 Yz 1 X1 Xt X1
iE 3 Ly LF
- 1 13'-7" | 5'-0" 12'=7" 1 12'=0" | 11.8> .83
2 12'=0" | 5'-0" 11'=0" | 12'=0" | 1192 1.9
1 3 12'=0" | 5'-0" 11'=0" | 12'=0" | 12.16 1216
4 12'=0" | 5'-0" 11'-0" | 12'=0" | [1.83 11.83 -
5 11'-11" | 5'~0" 10'-11" | 122-0" | 1183 11.93 s
§ 1 137" | 5-0" 12-7" | 12-0" | 12 17.00 .
™~ 2 12-0" | 80" 11'=0" | 12’=0” 12.00 12.0
k<l 2 3 12-0" | 5'-0" 11'=0" | 12'=0" 12.00 12.00
& 4 122-0" | 5'-0" 11'=0" | 12’0 1200 12.0 Tl T Tl T T T T T T
5 12'-0" | 5'-0" 11'=0" | 12'-0" 1200 1.0
6 11'=11" | §=0" (D10-111 12-0" | 835 5 ||° °
1 11'-11" | 9'—11" - 14.00
2 10-5" | 9'=1¢" - X5 ° °
3 3 10-5" | 5-0" 9-5" | 12’=0" | 1005 1075 | | u
4 10'=5" | 5'-0" 9'-5" | 12=0" | Zoo 12.00
5 10'-5" | 5'-0" 9'-5" | 12'-0" 12.60 12.00
) 6 1'=11" | §'=0" (D10'-117 12°=0" 13.00 883
1 16'=0" | 10'-3" = =
% 2 (D16'-0" | 10'=3" - —
§ 4 3 13-7" | 5'-0" (D12'-7" | 12'~0" | 1358 13.58 ~
4 12'=0" | §-0" (D11'=0" | 127=0" | il%e0 12.00 ||° e s
5 11'-11" | 5'=0" @10'-11"]_12’-0" 12.00 1200
1 11'-11" | 5'-0" (210'-11"]_12'-0" 12.00 12.00
2 12'=0" | 5'-0" (@11'-0" | 12’-0" 12.00 12.00
< 5 3 12’-0" | 5'-0" (D11'-0" | 12'-0" 1200 12.00 '
= 4 12'=0" | 5'-0" (110" | 12'-0" 12.00 12,00
& 5  |12-0" | 5-0" @117-0" | 120" 1200 12.00
8 6 12'-10" | 50" @11-0" | 122-0" 12.00 12.00
3 1 11'-11" | 5’0" (@10'-11"_12’-0" 12.00 12.00
s 2 12-0" ' 50" @1. 50" [ 120" | 1100 12.00
o 6 3 12'~0" | 5'-0" (211°'-0" | 12'=0" 1200 12.00 . °
4 12'=0" | 5'-0” (@11'-0" | 12-0" 1100 12.00
5 12'=0" | 5'-0" (@11°-0" | 12'=0" 12,00 12.00
| 6 11'-11" | 5’0" @10'-11] 12°=0" | 1075 1075
\\ 1 11'=11" | 5=0” [10=11" [ 5'=10” 1200 | 12.0 - - Xo
| , 2 120" | 5—0" | 11'-0" | 5°~10" 1200 | 12,0 -
7 3 12’-0" | §'-0" | 11'-0" | 5'—10" f200 12.0 -
i 4 12'=0" | 5'=0" (®11'-0"}| 5'—10" 13.16 13.16 -
: 5 12'-0" | 5'-0" 11'-0" | 12’-0" 10.34 10.34
- 6 11°=11" { 5'=0" 10°=11" | 12'-0" 12,00 12.00
! 1w-11" | &-0” 10°-11" | 12'-0" 12.00 12.00 TYPICAL PANEL DETAIL
2 12'-0" | 5'-0" 11°=0" | 12°-0" 1200 12.00 TG
8 3 127-0" | 5'-0" 11'-0" | 12'~0” 12.00 12.00 o
i 4 12’=0” | 5'-0” 11'=0" | 12'=0" 1200 12.00
X 5 12'=0" 5'-0" 11’-0" 12'-0" 12.00 12.00  |'go0.49%0
5 6 11°=11" | 5'-0" 10°-11" | 12'-0" 12.00 12.00 Y2
- 1 11'-11" | 5’0" 10-11" | 12'=0" | 11.92 1192
2 122-0" | 5'-0” 11°-0" | 12'=0" | 1i.92 .92 123"
9 3 12'-0" | 5'-0” 11'-0" | 12'-0" 12.08 12.08 | 12°-41/2° S Bl T
4 12'-0" | 5'-0" 11'=0" | 12'=0” | 1152 .92 | st 1199 S12ES %é%d.,_‘,é_
S 12’-0" | 5'-0" 11°-0" | 12'0" | 11.83 1,83 12°7" DATE DESCRIPTION 8y B
6 1'-11" | §'-0" 10°-11" | 12’-0" 12.00 12.00 12-8"
1 RS M 10'-11" | 12'-0" 1125 1175 ‘?'-'9'/3” NOTES: REVISIONS
10 § E,_g., 2,_8,, H:g E:g 1;1';0 :;::. l;__:? FRAME AROUND EXISTING SERVICE CABINET OR NEW YORK STATE THRUWAY AUTHORITY
SPLICE BOX. DEPARTMENT OF ENGINEERING AND MAINTENANCE
4 12'-0" | 5'-0" 11'-0" | 12'-0" 11.83 11.93 13-0” 200 SOUTHERN BLVD., ALBANY, N.Y. 12209
5 2—0" | 50" 7o | 12— | .8 T RS @ g%m%%%%m EXISTING CANOPY SUPPORTING e
6 11'=11" | 5-0" 100-11" | 12'=0" | 11.83 11383 133" - NEW ENGLAND VISUAL
o T 11| 50" 1011 | 12-0" | I | s @ FRAME AROUND EXISTING SPLICE BOX, SCUPPER oo SCREEN BARRIER
i 2 120" | 507 120" | 120" | 1290 L SERVIGE Qoo CPENING FOR EXISTING M.P. NE 7.7, M.P. NE 11.66 TO 12.1
11 3 12'-0" 5-0 X Y 1-0" | 120" 167 1167 [3-6" TITLE OF DRAWING
P 12-0" | 5-0" 2 2 Moo [ 1o0-7 17-00 12.00 [ 137 @) SIZES PROVIDED ARE BASED UPON EXISTING AS
=L s o | 5o I O S LARCHMONT PANEL TABLE
b 6 11'=11" | 8§'=0" D10°~11" 7'=7" 1092 - 1075 |BEFORE ASSEMBLY.
&y
o TOTALS: 719'—5" 43'-11” 10'-11” 33'—4” 624'—9” 7078 | 4924 | 284y | 6853 1075 CONTRACT NUWBER:
§ ; - TANE 99-40
: DATE:
S 12/98
DRAWING NUMBER:
LT-1

/




END
WORK ROAD
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- G11-2D
Iy g,
Lys E
o\ N2 &
o PEDESTRIAN <
=¥ UNDERPASS N
oM~ ! _§_
i
g PEDESTRIAN —= 4 =
10-0" 0.C. UNDERPASS ]
% TRAFFIC_CONES : I( METERED PARKING DEPQT =
& <
a 2 e | | Y Py Py ~—x PY )\- .CL
YA~ — AAAVAVAVAN TR TN AAVEVAVAVA N A
\ I
\ |
' I <= SOUTHBOUND
< \\ \ <mm SOUTHBOUND L J
I B
216+00 . \i\ 217400 M.P. NE 7.65 218400 219400 M.P. NE 7.70 ' ! 221+00 222+00 M.P. NE 7.75 224+00
=y A YT T L y = ) =T T =T y = ={0) : ! - e Ut Uz CraravCharar Car sl Thaw-—ae - Car-ar D ar-ar - (a2 0= e Dl e e CrataCiwarDarar Car DOl D it
1\ Y . V- 1 V
! I
‘ |
NORTHBOUND mump- | : NORTHBOUND mp-
o _ PARKING PLAZA Il | PARKING PLAZA
‘ [

CONC. PAD

| DRAFTED BY: le/ 2 /7’/ 7273

= ; - - - - R.OW.
[[THHHTAH RAILROAD PLATFORM:{ RAILROAD PLATFORM—
" . " : T : = . ; : : . T T T : . : T ’ . ) : f ; i i i i " 7
1 e s e S s s s e
1 — bl 1 METRO — NORTH 1 -
e - N S | A e - S S S S R S S W
U A I DO A A METRO — NORTH 1 } | Ittt S B S N AU B
n 3 1 i i : i I -3 4 1 i i 1 I I * 1 1 i I i 1 lr i r i i i ]l i i i
‘§ S s s s i ——— — — o e e e o s B B B s s i
RAILROAD PLATFORM .
ATy = RAILROAD PLATFORM ' Zﬁ%%%@égm f F—- 0 oR ] ]
. PR |
\\’é NO AS-BUILT REVISIONS
\ -
. TRAFFIC CONTROL — STATION ROAD
= SCALE: 17 = 30'-0
R’
TES: DATE DESCRIPTION BY SYM.
1. ALL SIGNS MAY BE FOUND IN THE NEW YORK STATE REVISIONS
M.UT.C.D. MANUAL. ALL REFLECTOR SIGN BACKGROUNDS
SHALL BE CLASS "B" OR "C" REFLECTIVE SHEETING. NEW YORK STATE THRUWAY AUTHORITY
N 2. SIGN SUPPORTS SHALL RESIST OVERTURNING IN WINDS DEPARTMENT OF ENGINEERING AND MAINTENANCE
AND PROVIDE A MINIMUM MOUNTING HEIGHT OF 7 FEET 200 SOUTHERN BLVD., ALBANY, NY. 12208
TO THE BOTTOM OF THE SIGN.
TITLE OF PROJECT
NEW ENGLAND VISUAL
SCREEN_BARRIER
LOCATION OF PROJECT
M.P. NE 7.7, M.P, NE 11.66 TO 12.1
* FLAGGERS ARE TO BE PROVIDED WHENEVER DELIVERY OF e
MATERIALS OR EQUIPMENT IMPEDE TRAFFIC ON DEPOT !
— WAY (STATION ROAD) A.Q.B.E. NO DELIVERIES WILL BE TRAFFIC CONTROL
ALLOWED BETWEEN 7:00 AM TO 9:00 AM AND 5:00 PM
I N TO 7:00 PM. NOTIFICATIONS WILL BE REQUIRED FROM STATION ROAD
& THE CONTRACTOR TWO DAYS PRIOR TO ANY CLOSURES.
s WEEKEND WORK WILL ONLY BE ALLOWED WITH PRIOR CONTRAGT NUMBER:
8 NOTIFICATION. WHEN FLAGGERS ARE USED, A W8-22FE
g SIGN WILL BE PLACED 100 FEET IN FRONT OF THE TANE 99-40
5 FLAGGER.
3 DATE:
12/98
DRAWING NUMBER:
. /
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CHECKED BY:

DRAFTED BY:

BY:

IN CHARGE OF:

|
16
BUFFER ZONE (TYPICAL) 18
200" MIN. EW/SHADOW VEH.)
415 MIN. (WO/SHADOW VEH.) TAPER = 720° MIN.
WORK AREA 520" MIN, | 200’ 500 | 500’ \ 1600’ \ 2600’ .
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ENTIRE SHOULDER ADJACENT TO OPEN LA''~ TO. BE AT THE SAME ELEVATION AS PAVEMENT IN THIS AREA. =
|
' TWO LANE CLOSURE
LEGEND
. EXISTING PAVEMENT MARKINGS
(BROKEN OR SOLID)
REMOVAL OF EXISTING PAVEMENT
3 =" ="' MARKINGS. (SEE NOTE
RIGHT LANE RIGHT LANE END ¢ ®
CLOSED CLOSED _ TEMPORARY PAVEMENT MARKING FOR
e NSTRUCTION (SEE NOTE 8
1/2 MILE XXXX FT ROAD WORK CONSTRUCTION ( )
o) TRAFFIC CONES AT 40’ INTERVALS
ON TAPER, 80' ON TANGENT.
1 SIGNS
A FLASHING ARROWBOARD
Ww8-1D w8-8D W8-8D W3~-10E W1-11D W8-22E G11-2D W3—13E w8~11D e ;g;smggTugggsoggwolgg;lswv
kil ” »” kil NN~ N
48" x 48 48" x 48 48” x 48” 48” x 48" 48" x 24" 48" x 48" 48” x 24" 48" x 48" 48" x 48" 2 N AR
[NO AS-BUILT REVISIONS
LEGEND NOTES:
[] WHITE REFLECTORIZED SHEETING, CLASS B NON-—REFLECTORIZED ORANGE
(3M, 3800 SERIES OR EQUAL) 1. ALL SIGNS MAY BE FOUND IN THE NEW YORK STATE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD).
APPROVED REFLECTORIZED WHITE BAND OR ALL "W" SERIES SIGNS SHALL BE BLACK ON FLUORESCENT ORANGE. ALL REFLECTORIZED SIGN BACKGROUNDS
EXXXT|  ORANGE REFLECTORIZED SHEETING, CLASS B (* *)  COLLAR (CLASS B OR C) —REQUIRED FOR SHALL BE CLASS "B” OR "C" REFLECTIVE SHEETING.
12" (3M, 3800 SERIES OR EQUAL) NIGHT USE.
2. SIGN SUPPORTS SHALL RESIST OVERTURNING IN WINDS AND PROVIDE A MINIMUM MOUNTING HEIGHT OF 5 FEET
TO THE SIGN BOTTOM. SIGNS SHALL BE PLACED AT OR AS NEAR AS PRACTICABLE TO THE LOCATIONS SHOWN.
M 18" MIN LATERAL PLACEMENT OF SIGNS SHALL CONFORM TO SECTIONS 201.5 AND/OR 301.2 OF THE MUTCD.
A . DATE DESCRIPTION 8Y SYM.
. % 3. FLAGGERS ARE TO BE PROVIDED AND LOCATED IN THE PATTERN AS DIRECTED BY THE ENGINEER. WHEN USED,
(* " A W8-22E SIGN WILL BE PLACED NOT CLOSER THAN 500 FEET NOR FURTHER THAN 2600 FEET AHEAD OF THE REVISIONS
: : FLAGGER.
(* % 4. ALL FLASHING LIGHTS SHOWN ON THIS SHEET SHALL BE PLACED IN OPERATION FROM 1/2 HOUR AFTER SUNSET NEW YORK STATE THRUWAY AUTHORITY
TO 1/2 HOUR BEFORE SUNRISE OR AS ORDERED BY THE ENGINEER. DEPARTWENT OF ENGINEERING SERVICES
%o . 3 . e 5. FLASHING ARROWBOARDS SHALL CONFORM TO SECTION 294.45 OF THE MUTCD. THE MINIMUM SIZE SHALL BE 200 SOUTHERN BLVD., ALBANY, N.Y. 12209
" Z £ ol TYPE C (96" X 48" FULL ARROW FLASH. NO CHEVRONS NOR SEQUENTIAL ARROW FLASH WILL BE ALLOWED.
= 4 4 TITLE OF PROJECT
% s 4 s 6. THESE PLANS SHALL BE MODIFIED TO LEFT LANE CLOSURE(S) BY CHANGING SIGNS W1-11D TO Wi— NEW ENGLAND VISUAL
8 - = o W8—8D TO W&—7D, W8—11D TO W8—10D, W3—~10E TO W3—9E AND W3—13E TO W3—12E. THE LEFT LANE CLOSURE(S) SCREEN BARRIER
@ ¥ ] EEACD B THE ViRROR MAGES OF THE FiGHT LANE CLOSURES. oo T PRoeoT
S 7. THE TRAFFIC SUPERVISOR WILL APPROVE THE CONDITION OF ALL TRAFFIC CONTROL DEVICES PRIOR TO USE, AND M.P. NE 7.7, M.P. NE 11.66 TO 12.1
WILL REVIEW THE PROPOSED TRAFFIC CONTROL PATTERN (FOR PRECISE DEVICE POSITIONING) PRIOR TO
INSTALLATION. TITLE OF DRAWING
8. EXISTING PAVEMENT MARKINGS SHALL BE MAINTAINED BY THE CONTRAGTOR WITHIN THE PROJECT LIMITS. IF THREE LANE THRUWAY
[} _—1 THE CONTRACTOR'S OPERATIONS IN ANY WORK AREA WILL EXCEED A PERIOD OF 2 WEEKS, OR IF DIRECTED TRAFFIC CONTROL PLAN
BY THE ENGINEER, THE CONTRACTOR SHALL COMPLETELY REMOVE PORTIONS OF THE EXISTING MARKINGS AND
INSTALL TEMPgRBARZOM%ICNTos AS DETA/L/ED ON THIS SHEET. TEMPORARY MARKINGS SHALL BE IN ACCORDANCE
WITH THE MUTCD, CON PLANS AND/OR PROPOSAL. CONTRAGT NUMBER:
VERTICAL PANEL TUBULAR MARKER CONE PLASTIC DRUM
——ine WHEN ALL WORK IS COMPLETED IN THE WORK AREA, OR AS DIRECTED BY THE ENGINEER, THE CONTRACTOR TANE 99-40
SHALL REMOVE THE TEMPORARY MARKINGS AND RESTORE THE EXISTING MARKINGS.
. DATE:
(OPTlON AL DEVlCES) 9. IF THE CONTRACTOR'S OPERATION IN ANY WORK AREA WILL EXCEED FOUR DAYS, OR EXTEND INTO A WEEKEND,
OR IF_ORDERED BY THE ENGINEER, DRUMS SHALL BE SUBSTITUTED FOR CONES IN THE ASSOCIATED TRAFFIC 7/1/94
: PATTERN. _THE DI SHALL BE SPACED AT 70 FOOT INTERVALS ON TAPERS AND 120 FOOT INTERVALS ON
TANGENT SECTIONS R AOBE (NOTE — Y BE SUBSTITUTED FOR CONES AT ANY TIME PROVIDED [ ORAWING NOVBER |
TR AF Fl C CO N TR O L D EV| C E S THE ABOVE MAXIMUM SPACING IS MAINTAINED) VERTIC L PANELS AND/OR TUBULAR MARKERS MAY BE
SUBSTITUTED FOR CONES WITH THE APPROVAL OF THE ENGINEER. MP—2
/
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MOVABLE TRAFFIC CONTROL PLAN
FOR SINGLE LANE CLOSURE
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VERTICAL PANEL TUBULAR MARKER CONE

(OPTIONAL DEVICES)

TRAFFIC CONTROL DEVICES (2)

STATIONARY TRAFFIC CONTROL PLAN
FOR SHORT TERM LEFT LANE CLOSURE

CONES @ 40’ C.C.
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UPPER PORTION

36”7 MIN.

PLASTIC DRUM
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FOOTNOTES

TRUCKS SHALL NOT BE PERMITTED TO REMAIN ATTACHED

(1 TO THE TRAILERS WITHIN

NOTES:
FOR MOBILE AND STATIONARY (SHORT TERM)
TRAFFIC CONTROL PLAN:

THESE PLANS ARE TO BE UTILIZED ONLY WHEN AUTHORIZED BY THE ENGINEER.

.

TRUCK MOUNTED FLASHING ARROW BOARD SHALL CONFORM TO SECTION 294.5
OF MUT.C.D. MINIMUM SIZE SHALL BE TYPE "B 54" x 30" FULL ARROW FLASH
ONLY (TRAILER MOUNTED ARROW BOARDS SHALL BE TYPE c" 96" x 48"); NO
CHEVRONS NOR SEQUENTIAL ARROW FLASH WILL BE ALLOWED

¢ WHERE THE PASSING LANE IS TO BE CLOSED, THE FIRST UNIT IS TO BE
LOCATED IN THE MALL, THE SECOND STRADDLES THE MALL AND LEFT LANE
AND THE THIRD UNIT IS IN THE LEFT LANE. THE UNITS WILL DISPLAY
FLASHING RIGHT ARROWS.

WHERE THE DRIVING LANE IS TO BE CLOSED, THE FIRST UNIT IS TO BE
LOCATED ON THE RIGHT SHOULDER, THE SECOND STRADDLES THE SHOULDER
AND DRIVING LANE AND THE THIRD UNIT IS IN THE DRIVING LANE. THE
UNITS WILL DISPLAY FLASHING LEFT ARROW.

¢ THE MINIMUM HEIGHT OF FLASHING ARROW BOARDS SHALL BE 5'- 0" FROM
THE PAVEMENT TO THE BOTTOM OF THE PANEL.

THE MOBILE CONSTRUCTION ZONE IMPACT ATTENUATOR SHALL CONFORM TO
THE REQUIREMENTS OF SECTION 712--06 OF THE STANDARD SPECIFICATIONS.

THE SHADOW VEHICLE SHALL CONFORM TO THE REQUIREMENTS OF SECTION
619~1.02N OF THE STANDARD SPECIFICATIONS.

° THE STATIONARY (SHORT TERM) LANE CLOSURE MAY BE UTILIZED AT ONE
WORK AREA, ONCE A WORKING DAY, FOR A DURATION OF 2 HOURS OR LESS.

* THE CONTRACTOR MAY USE THE MOBILE LANE CLOSURE PLAN FOR A SHORT
TERM STATIONARY CLOSURE PROVIDING THAT TRAFFIC CONES AND SIGNING.
ARE INCLUDED AS DETAILED IN THE STATIONARY PLAN.

.

THE STATIONARY SHORT TERM LEFT LANE CLOSURE MAY BE MODIFIED TO A
RIGHT LANE CLOSURE BY REPLACING THE W8-7D SIGN WITH A W8—8D PANEL.
THE RIGHT LANE CLOSURE WILL OTHERWISE BE A MIRROR IMAGE OF THE LEFT
LANE CLOSURE SIGN.

.

THE W8-7D OR W8-8D PANELS MUST BE SUPPLEMENTED AS SHOWN WITH
HIGH INTENSITY FLASHERS.

THE "LANE CLOSED" SIGN SHALL BE MOUNTED BELOW THE FLASHING ARROW-
BOARD ON THE VEHICLE SHOWN.

ALL "W" SERIES SIGNS SHALL BE BLACK ON FLUORESCENT ORANGE.
ALL REFLECTORIZED SIGN BACKGROUNDS SHALL BE CLASS "B” OR 'C”
REFLECTIVE SHEETING.

LEGEND

MOBILE CONSTRUCTION ZONE
IMPACT ATTENUATOR

TRAFFIC CONE

M FLASHING ARROW BOARD ~ SHADOW VEHICLE MOUNTED.

FLASHING ARROW BOARD — TRAILER MOUNTED.

FLASHING LIGHTS (LOW INTENSITY FOR NIGHT

[NO As-BULT REVISIONS |

USE OR A.0.B.E.)

DATE DESCRIPTION

By SYM,

REVISIONS

THE CLOSURE SET—-UP.

NEW YORK STATE THRUWAY AUTHORITY
DEPARTMENT OF ENGINEERING AND MAINTENANCE
200 SOUTHERN BLVD., ALBANY, N.Y. 12209

D) OPTIONAL DEVICES MAY BE SUBSTITUTED FOR CONES TTE OF PROTECT
( ) THE ENGINEER. NEW ENGLAND VISUAL

WITH THE APPROVAL OF

LEGEND

WHITE_REFLECTORIZED SHEETING, CLASS B
(3M, 3800 SERIES OR EQUAL)

ORANGE REFLECTORIZED SHEETING, CLASS
(3M, 3800 SERIES OR EQUAL)

SCREEN BARRIER

LOCATION OF PROJECT

M.P. NE 7.7, M.P. NE 11.66 TO 12.1

TILE OF DRAWING

MOVABLE AND SHORT TERM

NON—REFLECTORIZED ORANGE LANE CLOSURE

APPROVED REFLECTORIZED WHITE BAND OR

] (* *)  CcOLLAR ((LASS B OR C) —REQUIRED FOR
NIGHT USE
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ENTIRE SHOULDER ADJACENT TO OPEN LANE TO BE SAME ELEVATION AS PAVEMENT IN THIS AREA (TYPICAL BOTH PLANS)

TRAFFIC CONTROL PLAN
COURSE PLACED AND PERMANENT PAVEMENT DELINEATION

CONES @ 120" C-C

( IN GUIDE RAIL AREAS PLACE CONES PER GENERAL NOTES IN PROPOSAL )

IN AREAS WITH FINAL PAVEMENT
INSTALLED

WITH DROP AT EDGE OF SHOULDER

OPEN TRAFFIC , EXCAVATED

LANE

T SHOULDER

.

6" (MIN.)

T

SHOULDER EXCAVATION

|

DEPTH VARIES FROM
1/2" T0 18" MAX.)

PERMANENT LANE
(SKIP) LINE

PERMANENT EDGE
"‘/| LINE ‘\J

VERTICAL PANEL

(OPTIONAL DEVICES) (1

TUBULAR MARKER

1—0"

FINAL PAVEMENT ——
COURSE

RAMP AS' SHOWN — NEW
OR EXISTING MATERIAL.

SECTION A-A

SECTION B-E

(AREAS WITHOUT SHOULDER BACK—-UP INSTALLED)

NOTE "A”

CONE PLASTIC DRUM
TRAFFIC CONTROL DEVICES
GS SHALL BE MAINTAINED BY THE CONTRACTOR ~LEGEND

EXISTING PAVEMENT MARKI

WITHIN._ PROJECT LIMITS. IF_ CONTRACTOR"S OPERATIONS IN ANY WORK AREA ]
WLL EXCEED A PERIQD OF

2] WEEK: ) p
NTRACTOR SHALL COMELETELY | REMOVE PORTIONS OF EXISTING MARKINGS AND TRAFFIC CONE

INSTALL TEMPORARY MARKINGS

gEVlLé—E SBE IN ACCORDANCE WITH THE MANUAL OF UNIFORM TRAFFIC CONTROL

S, OR AS DIRECTED BY THE ENGINEER, fo)

DETAILED ABOQVE. TEMPORARY MARKINGS @

DRUM

FLASHING LIGHT, l(.)OBWEINTENSITY FOR

W’ SERIES SIGNS TO BE
ORANGE)

OF EXISTING PAVEMENT

WHEN_ ALL WORK IS TO BE COMPLETED IN THE WORK AREA, OR AS DIRECTED ‘*" QHT USE OR A
BY THE ENGINEER, THE CONTRACTOR SHALL REMOVE THE TEMPORARY MARKINGS
AND RESTORE THE EXISTING MARKINGS. SIGN ALL
NOTES FOR SHOULDER EXCAVATION PROTECTION: . I BLACI ON
THE DISTANCE BETWEEN THE W4—12E OR W4~—13E SIGNS SHALL NOT EXCEED — REMOVAL
ONE HALF MILE. USE WS—2Y ION FIRST SIGN TO NEAREST HALF MILE WHEN THE
AREA BEING PROTECTED EXCEEDS ONE HALF MILE IN LENGTH. ONLY THE LEFT

OR RIGH SHOULDER MAY BE
AND CONES SHAL

TWO THIRDS OF THEIR HEIGH]
IF THE DEI
REMAIN CLOSED.

TYPICAL PLAN FOR RIGHT |SHOULDER SHOWN. LEFT SHOULDER PROTECTION

IS SAME

DETAIL.
EXCAVATED SHOULDER TO|BE RAMPED DOWN (SECTION A—A) DURING NON—

WORK HOURS.

PTH OF EXCAVAJION EXCEEDS 18" THE ADJACENT LANE SHALL

WORKED ON AT ONE TIME.
BE PLACED AND MAIN TAWED SO THAT AT LEAST
IS EXPOSED ABQVE THE Fi

MARKINGS DURING CONSTRUCTION

— TEMPORARY PAVEMENT MARKING FOR
CONSTRUCTION (SEE NOTE A)
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QE |Z0. e~ 207 ¢ e *r0 T 1
gg‘f’ mX 52 22753 52 ';g%z BUFFER ZONE | WHEN D LESS THAN 2 MILES, PROVIDE CONTINUOUS LANE CLOSURE
gRR e 2 mgmT 3 Mg 200" MIN.” (W/SHADGW VEH.) | THROUGH THE COMBINED WORK ZONE. (MAXIMUM LENGTH 3 MILES) 600’
2 2 415" MIN. (W/SHADGW VEH.) '
z 420’ 240’ 120’ 120° ALTERNATE CONES & DRUMS @ 120’ C—C g _ (TYPICAL)
™ TO START OF m 3 * PLACE DRUMS EVERY 1,500’
LOW SHOULDER G IN CLOSED LANE FOR OVERNIGHT
-3 N = CLOSURE.
TRAFFIC CONTROL PLAN IN AREAS WITH A o 12O - &
%8 "
SHOULDER DROP OF 1 1/2 INCHES TO 4 INCHES g BUFFER ZONE
(*) W9—-2Y SIGN IS REQUIRED EVERY 1/2 MILE UNLESS WITHIN 1,000° OF END OF SECTIQN WORK 600’
NOTE: REPEAT W4—12E SIGN EVERY 1,000’ 500° 720 | AREA 2 300°
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o4= £ g g yealy % Sz yise 200" MIN. (W/SHADOW VEH.) WHEN D IS LESS THAN 2 MILES, CONFINE TRAFFIC TO!SAME_NUMBER
zx? a7 = Sod® ] L 415" MIN. (W/SHADOW VEH.) OF LANES THROUGH THE COMBINED WORK ZONE UNLESS WORK AREA
oRN (= » = . @ 3 (TYPICAL) 2 REQUIRES CLOSING OF FEWER LANES THAN WORK AREA 1.
T = : z (MAXIMUM LENGTH 3 MILES)
2 420’ | 240 DRUMS @ 100" C-C S
a ’ buLDER A
] TO START OF NO SHDUL
SUCCESSIVE WORK ZONES — TWO LANE SECTIONS
(THREE LANE SIMILAR)
TRAFFIC CONTROL PLAN 'IN AREAS WITH A SHOULDER DROP
OF MORE THAN 4 INCHES AND LESS THAN 18 INCHES —LEGEND
. — WHITE REFLECTORIZED SHEETING, CLASS B NON—REFLECTORIZED ORANGE OPTIONAL DEVICES MAY BE SUBSTITUTED
NOTE: REPEAT W4—13E SIGN EVERY 1,000 FEET. (3M, 3800 SERIES OR EQUAL) B ® FOR CONES WITH THE APPROVAL OF THE
. APPROVED REFLECTORIZED WHITE BAND OR ENGINEER.
12 ORANGE REFLECTORIZED SHEETING, CLASS B (* *)  COLLAR (CLASS B OR C) —REQUIRED FOR
(3M, 3800 SERIES OR EQUAL) NIGHT USE.
— _ il 18" MIN.
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DATE DESCRIPTION

BY SYM.

REVISIONS

NEW YORK STATE THRUWAY AUTHORITY
DEPARTMENT OF ENGINEERING AND MAINTENANCE
200 SOUTHERN BLVD., ALBANY, N.Y. 12209

TITLE OF PROUECT

LOCATION OF PROJECT
M.P. NE 7.7, M.P. NE 1

NEW ENGLAND VISUAL
SCREEN BARRIER

1.66 TO 12.1

TITLE OF DRAWING
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